
No. ITEM STANDARD

1.1 Rated input
voltage

220V

1.2 Range of input
voltage

220-240Vac

1.3 Range of input
frequency

50-60Hz

1.4 Efficiency >91%

1.5 Output Inrush
current

＜8A

1.6 No load power ≤2W

1.7 No load current ≤70mA

1.8 PF ≥0.45

2.1 Rated output
voltage

36V

2.2 Output current 6A±0.4A

2.3 Output range of
ceiling voltage

Vm   = 42V ± 0.2V

2.4 Output voltage
ripple and noise

≤400mVp-p

2.5 Charging stages

1) 20V±1V-30V±
1V, 1A±0.2A;

2) 30V±1V-40V±
1V, 6A±0.4A;

3) 40V±1V-42V±
0.2V, 6A —> 0A.

2.6
MAX voltage to
keep constant-
current charge

 Vcv = Vm - 0.3V

2.7 Constant-current
charge

6A±0.4A

2.8 LED light turns to
green

300mA±100mAModel: STC-8253LC



Model: STC-8253LC

Nein. ARTIKEL STANDARD

1.1 Nenneingangsspannung 220V

1.2 Eingangsspannungsbereich 220-240Vac

1.3 Eingangsfrequenzbereich 50-60Hz

1.4 Effizienz >91%

1.5 Ausgangsschaltstrom ＜8A

1.6 Keine Lastleistung ≤2W

1.7
Kein Laststrom

≤70mA

1.8 PF ≥0.45

2.1 Nennausgangsspannung 36V

2.2 Ausgangsstrom 6A±0.4A

2.3 Ausgangsspannungsbereich f
ür Akku

Vm   = 42V ± 0.2V

2.4 Welligkeit und Rauschen der
Ausgangsspannung

≤400mVp-p

2.5 Ladestufen

1) 20V±1V-30V±
1V, 1A±0.2A;

2) 30V±1V-40V±
1V, 6A±0.4A;

3) 40V±1V-42V±
0.2V, 6A —> 0A.

2.6 MAX. Spannung zur
Konstantstromladung

 Vcv = Vm - 0.3V

2.7 Konstantstromladung 6A±0.4A

2.8 LED leuchtet grün 300mA±100mA


